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产品特性  
 
 
 
 
 
 
 
 
 
 
 
 
 

 

产品描述 
HXE03:8V{{{VY ֯ѭ :8Z ּכ╙ᴵ ᵸғᵝιԎט Ԅּכᴙ ᶀѭ <30638Ydfιћԏῶ ו￼

ꞌᵼᾭ ℅ ֯ғᵝῗњѭṪ ♂ι┌ӿ♂ᴣתᶟⱢ῎ ￼ᾦꞌι ֠￼ᶹᶳ ι Ḅ￼ᾫ

♬ι‖ᶽᶊώ ҃ғᵝ￼ᴵ ớιẊả ҃ғᵝ￼ṁᵘ ԅΆӈ￼Ӡἴιץὐ Ӡἴ ᴙӠἴ Ӡ

ἴᴣ □Ӡἴι῭ῗӠ ҃℅₲ғᵝ￼ῂ  

 

型号列表 

输出电流 

可调范围 

全功率输出 

电流范围(1) 

输出电流 

缺省值 

输入电压 

 范围(2) 

输出电压

范围 

最大输

出功率

效率

(3) 

功率因数    型号 

(4) 120Vac 220Vac 

700-1050mA 700-1050mA 700 mA 
90~305 Vac/
127~250 Vdc

36~107Vdc 75 W 91.0% 0.98 0.96 EUB-075S105SV 

1190-1750mA 1190-1750mA 1400 mA 
90~305 Vac/
127~250 Vdc

22 ~ 63Vdc 75 W 90.5% 0.98 0.96 EUB-075S175SV 

1920-2800mA 1920-2800mA 2100 mA 
90~305 Vac/
127~250 Vdc

14 ~ 39Vdc 75 W 89.5% 0.98 0.96 EUB-075S280SV 

注： ε4ζ:8Z ԅוꞌῳᶽ ╙כּ֧ ᶀ  

ε5ζ ᴙכּ ᶀχ4330573Ydf ἆ 45:0583Ygfε FFFιSVHιNV ᵙ ELVζ1 

ε6ζ╜ ‍ҭχ553Ydfε їᾰɒ ⁪₦ ɓζ 

ε7ζVHOY ֧ 

 ᾦꞌ  <413(  

 ԅוꞌḴ ╙כּ֧ ᶀεởוꞌζ 

 ᴵ ӈᵸכּ  ╙כּ֧

 ӿίֺ 

 Ӡἴχ Ḿ  7NY/ Ḿᶊ 9NY 

 ԅΆӈӠἴχ □Ӡἴι ᴙӠἴι Ӡἴ 

 LS9:  

 VHOY  

 ᴵᶹ Ӕּז 
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输入性能 

参数  最小值  典型值  最大值  备注 

 εL5wζ - - 0.54 A2s╙כּ╨╡

553Ydf ι 58ɫ ע □ ε ֚   ᵏ ט ζ ι

43(Lsn043(Lsn Ὑ Ὴ @497 Ƥvψ ừ

ᴠ Ύ╙כּ╨╡  

ꞌᵼᾭ 0.90 - - 100-240Vac, 65%-100%ו  

（49-75W） Ở └᷂  - - 20% 

Ở └᷂  - 8% - 
220-240Vac, 50-60Hz, 80%-100%  

ӂ LED Ҩ Ӡ
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规格概述 

参数  最小值  典型值  最大值  备注 

ᾦꞌ@120Vac 
EUB-075S105SV 

Io=  700 mA
Io=1050 mA

EUB-075S175SV 
Io=1190 mA
Io=1750 mA

EUB-075S280SV 
Io=1920 mA
Io=2800 mA

 
 

87.5% 
86.0% 

 
86.5% 
84.5% 

 
85.0% 
83.0% 

 
 

89.5% 
88.0% 

 
88.5% 
86.5% 

 
87.0% 
85.0% 

 
 
- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 

֚ Ὴιᾦꞌ Ӊ 5( 

ᾦꞌ@220Vac 
EUB-075S105SV 

Io=  700 mA
Io=1050 mA

EUB-075S175SV 
Io=1190 mA
Io=1750 mA

EUB-075S280SV 
Io=1920 mA
Io=2800 mA

 
 

89.0% 
88.0% 

 
88.5% 
86.5% 

 
87.5% 
85.0% 

 
 

91.0% 
90.0% 

 
90.5% 
88.5% 

 
89.5% 
87.0% 

 
 
- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 

֚ Ὴιᾦꞌ Ӊ 5( 

ᾦꞌ@277Vac 
EUB-075S105SV 

Io=  700 mA
Io=1050 mA

EUB-075S175SV 
Io=1190 mA
Io=1750 mA

EUB-075S280SV 
Io=1920 mA
Io=2800 mA

 
 

89.0% 
88.5% 

 
88.5% 
87.0% 

 
87.5% 
85.5% 

 
 

91.0% 
90.5% 

 
90.5% 
89.0% 

 
89.5% 
87.5% 

 
 
- 
- 
 
- 
- 
 
- 
- 

433( ι58¯ע□ψ 

֚ Ὴιᾦꞌ Ӊ 5( 

Ẉᶎῂᾥ Ὴ   - 
548,000 
Hours 

- 
553Ydf/ ע□ 58ɫ/ ;3( +PLO0KGEN0

54:I, 

ṁᵘῊ  - 
79,000 
Hours 

- 
553Ydfι ;3( ιᶳ□ :3ɫ ι ừ

ᴠⱢṁᵘΎ  

Ḡ ᶳ□ -40°C - +88°C  

Ӡᶳ□ -40°C - +75¯C  

Ӵḕ□ẙ -40°C - +85°C ►ẙ: 5%RH to 100%RH 

ṑḽ 

ḽ +O Ö Z Ö K,

←  +O Ö Z Ö K,

 

8185 Ö 516: Ö 4177 

473 Ö 93 Ö 6918 

ᵍὛ ṑḽ 

9167 Ö 516: Ö 4177 

494 Ö 93 Ö 6918 

֜  - 630 g -  

注：Ἅῶớ ᴠᾭᶎᶈ□ẙ 58¯F ừ֙їἍ ╜￼ԐᶚӪι⸗ָ├῎ ᶹ  
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安全与电磁兼容标准 

安全目录  标准 

CE EN 61347-1, EN61347-2-13 

CCC GB 19510.1, GB 19510.14 

KS KS C 7655  

EMI 标准  备注 

EN 55015/GB 17743(1) Conducted emission Test &Radiated emission Test 

EN 61000-3-2/GB 17625.1 Harmonic current emissions 

EN 61000-3-3 Voltage fluctuations & flicker 

EMS 标准 备注 

EN 61000-4-2 Electrostatic Discharge (ESD): 8 kV air discharge, 4 kV contact discharge 

EN 61000-4-3 Radio-Frequency Electromagnetic Field Susceptibility Test-RS  

EN 61000-4-4 Electrical Fast Transient / Burst-EFT 

EN 61000-4-5 Surge Immunity Test: AC Power Line: line to line 4 kV, line to earth 6 kV  

EN 61000-4-6 Conducted Radio Frequency Disturbances Test-CS  

EN 61000-4-8 Power Frequency Magnetic Field Test 

  EN 61000-4-11 Voltage Dips 

EN 61547 Electromagnetic Immunity Requirements Applies To Lighting Equipment  

注：+4, ּכ◊◑ HPL ‰֝ιӇּכּ҈י◊Ӑѭ♂ԏ ￼ ֫ι ᵀ♂ԏ+ ᶵ, HPL ԋ  

 

降额曲线 
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EUB-075S175SV(Io=1190mA)                                  EUB-075S175SV(Io=1750mA) 

  
 

EUB-075S280SV(Io=1920mA)                                 EUB-075S280SV(Io=2800mA) 

    
 

功率因数曲线 
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总谐波失真曲线（基于 Cree XP-G2 灯珠） 

 
 

保护功能 

参数  备注 

□Ӡἴ ּכ╙₩Ẫ □ Ὴιּכ╙ Ỡᶶט  

Ӡἴ Ỡᶶ₩Ẫ ῊιғᵝῂὫҾ Ὴιᴵ Ỡᶶט  

ᴙӠἴ ּ֧כᴙҺ ֺᶈ ḧ ᶀԓ  

 

输出电流 vs. 电位器设置 

 
 EUB-075S105SV 

输出电流设置
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 EUB-075S175SV 

输出电流设置(Ioset) 输出电压范围 备注 

典型值 最小值 最大值 / 

1750mA 22V 43V 

ởוꞌ ╙כּ֧ ᶀ 

1680mA 23V 44.5V 

1610mA 24V 46.5V 

1540mA 25V 48.5V 

1470mA 26V 51V 

1400mA 27V 53.5V 

1330mA 28V 56V 

1260mA 30V 59.5V 

1190mA 32V 63V 

 
 EUB-075S280SV 

输出电流设置(Ioset) 输出电压范围 备注 

典型值 最小值 最大值 / 

2800mA 14V 27V 

ởוꞌ ╙כּ֧ ᶀ 

2700mA 14V 28V 

2600mA 15V 29V 

2500mA 15V 30V 

2400mA 16V 31V 

2300mA 17V 32.5V 

2200mA 17V 34V 

2100mA 18V 35.5V 

2000mA 19V 37.5V 

1920mA 20V 39V 

注：ѭ Ӡּכ◊￼ LS9: ἴ ι ￼ӈᵸіכọṄּח ↨ẃ  
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